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Fiber Optic Temperature SensorsTechnical Specifications
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Model:

Temperature range:

Accuracy: 

Response time:

Probe length: 

Connector type:

Probe material:

Probe sheathing 
material:

Probe dimensions:

Probe sensitive area:

Probe permeability: 

Certifications:

Probe compatibility:

Ordering codes:

T2™ Fiber Optic Temperature Sensor

-80 to 200 ºC  (-112 to 482 ºF)

±1 ºC or 1 % FS

�”500 milliseconds

Any length up to 25 meters by 1 meter increment

ST

Chemically resistant, inert and dielectric material; 
Quartz optical fiber 

Oil permeable optical cable sheath and supplementary 
spiral wrap reinforcement made out of PTFE Teflon™

1.21 mm O.D. for the first 1 cm;
3.10 mm O.D. spiral wrap protection afterwards

Direct point measurement with a sensitive area 
of 400 microns O.D.

Longitudinal continuous slit (patent pending) on cable 
insures perfect oil impregnation into the sheath

ASTM-D 149 and ASTM-D 2413 

Compatible with all Neoptix signal conditioners

T2S - - -
Total length:
XX = n meters

Uncovered length:
01 cm (standard
XX = n cm

Bonded spiral wrap:
0 = Free to move 
1 = Bonded (standard) 

Dimensions:

Ø 3.1 mm PTFE 
Teflon “spiral wrap” 

ST connector

PTFE Teflon strain relief

Serial Number

Dust and solvent 
temporary protective cap

Ø1.7 mm Secondary 
protective Teflon2.0 mm

Up to 25 meters 

10 mm 60 mm

1.21 mm

9.10 mm




